
HOSE TYPE

ID NOM. OD
WORKING

PRESSURE 20C
VACUM

RATING 20C
BEND RADIUS WEIGHT

 ROLL 
LENGTH

mm psi bar in/hg mm kg/m meters

RSH-12 19 29 150 10 26.58 125 0.60 60

RSH-16 25 35 150 10 26.58 150 0.74 60

RSH-20 32 42 150 10 26.58 200 0.90 60

RSH-24 38 48 150 10 26.58 220 1.10 60

RSH-32 51 61 150 10 26.58 240 1.40 60

RSH-40 63 75 150 10 26.58 355 2.10 60

RSH-48 76 88 150 10 26.58 460 2.70 60

RECOMMENDED FOR: 
The suction hose is suitable for the safe
transfer of virtually all petroleum based
products, ideally suited for use as transfer
lines for diesel, ethanol, gasolines, oil &
petroleum based products with an aromatic
content of up to 50%

ADVANTAGES: 
Excellent resistance to ageing,
atmospheric conditions and ozone
Specific compound to resist petroleum
products with aromatic content to 50%
Outer cover is flame resistant anti-static
(FRAS)

INNER TUBE: 
Black smooth NBR

SAFETY FACTOR:
3:1

REINFORCEMENT:
High tensile textile cord with steel wire Helix

STANDARDS:
Meets/exceeds SAE100 R4

COVER:
Black wrapped NBR (FRAS)

TEMPERATURE:
-20C - +80C

OIL SUCTION & DISCHARGE HOSE
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Notes:
Service life may vary depending on operating conditions and type of material being conveyed

Actual service temperature range depends on the application

We are continually looking into way to improve our products and reserve the right to alter specifications or discontinue products without prior notice

Please note that specifications may change without notice


